| Model | 1 | $\square$ | $\left.\right\|_{m m} \rightarrow$ |  |  |  |  | $\uparrow_{\mathrm{mm}}^{1}$ |  | Remarks |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| AZ8020SD-8 <br> 2 Needle 4 Thread "Speed \& Dry" Overlock Machine for General Seaming | 2 | 4 | 2, 2.4 | 4, 5 | 1.0-4.0 | $\begin{gathered} 1: 0.6 \\ 1: 3 \end{gathered}$ | 6 | 24.0 | 8,000 |  |
| AZ8025SD-8 <br> 2 Needle 4 Thread "Speed \& Dry" Overlock Machine for Inserting Reinforcing Tape | 2 | 4 | 2, 2.4 | 4, 5 | 1.0-4.0 | $\begin{gathered} 1: 0.6 \\ 1: 3 \end{gathered}$ | 6 | 24.0 | 8,000 |  |
| AZ8120SD-8 <br> 2 Needle 4 Thread "Speed \& Dry" Overlock Machine for Wide Seam Width | 2 | 4 | 2.4 | $\begin{gathered} 5,6,7 \\ 8 \end{gathered}$ | 1.0-4.0 | $\begin{gathered} 1: 0.6 \\ 1: 3 \end{gathered}$ | 6 | 24.7 | 7,000 |  |
| AZ8125SD-8 <br> 2 Needle 4 Thread "Speed \& Dry" Overlock Machine for Inserting Reinforcing Tape, for Wider Seam Width | 2 | 4 | 2.4 | $\begin{gathered} 5,6,7 \\ 8 \end{gathered}$ | 1.0-4.0 | $\begin{gathered} 1: 0.6- \\ 1: 3 \end{gathered}$ | 6 | 24.7 | 7,000 |  |
| AZ8213SD-8 <br> 2 Needle 4 Thread "Speed \& Dry" Overlock Machine for Wide Seam Width with Condense Stitch Function | 2 | 4 | 2.4 | 5,6,8 | 1.0-4.0 | $\begin{gathered} 1: 0.6- \\ 1: 3 \end{gathered}$ | 6 | 24.0 | 7,000 | With Condense Stitch Function |
| AZ8000SD-8 <br> 1 Needle 3 Thread "Speed \& Dry" Overlock Machine for Blind Hemming \& General Seaming, with Hemming Guide | 1 | 3 | - | 4 | 1.0-4.0 | $\begin{gathered} 1: 0.6 \\ 1: 3 \end{gathered}$ | 6 | 24.0 | 8,000 |  |
| AZ8003SD-8 <br> 1 Needle 3 Thread "Speed \& Dry" Overlock Machine for General Seaming | 1 | 3 | - | 4 | 1.0-4.0 | $\begin{aligned} & 1: 0.6- \\ & 1: 2.3 \end{aligned}$ | 6 | 24.0 | 8,000 |  |
| AZ8016SD-8 <br> 1 Needle 3 Thread "Speed \& Dry" Overlock Machine for Rolled Hemming | 1 | 3 | - | 2 | 0.6-2.0 | $\begin{gathered} 1: 0.6 \\ 1: 3 \end{gathered}$ | 5 | 24.0 | 7,500 |  |
| AZ8035SD-8 <br> 2 Needle 4 Thread "Speed \& Dry" Overlock Machine for Bulky Knitted Material | 2 | 4 | 2.4 | 5,6 | 1.0-4.0 | $\begin{gathered} 1: 0.6 \\ 1: 3 \end{gathered}$ | 7 | 26.0 | 7,000 |  |
| AZ8045SD-8 <br> 1 Needle 3 Thread "Speed \& Dry" Overlock Machine for Ruffling | 1 | 3 |  | 4 | 1.0-4.0 | $\begin{gathered} 1: 0.6 \\ 1: 3 \end{gathered}$ | 6 | 24.0 | 7,000 |  |
| AZ8069SD-8 <br> 2 Needle 4 Thread "Speed \& Dry" Overlock Machine for Tricot \& Light Weight Material with Floating Pressor Foot | 2 | 4 | 2.0, 2.4 | 4, 5 | 1.0-4.0 | $\begin{gathered} 1: 0.6 \\ 1: 3 \end{gathered}$ | 6 | 24.0 | 7,000 |  |
| AZ8500SD-8 <br> 2 Needle 5 Thread "Speed \& Dry" Safety Stitch Machine for General Seaming | 2 | 5 | 3.2, 5.0 | 4, 5, 6 | 1.0-4.0 | $\begin{aligned} & 1: 0.6- \\ & 1: 2.3 \end{aligned}$ | 6 | 24.0 | 7,500 | Safety Stitch |
| AZ8520SD-8 <br> Multi-purpose 3 Needle 6 Thread "Speed \& Dry" Safety Stitch Machine | 3 | 6 | $\begin{gathered} 3.2+ \\ 2.4 \end{gathered}$ | 5,6 | 1.0-4.0 | $\begin{aligned} & 1: 0.6- \\ & 1: 2.3 \end{aligned}$ | 5.5 | 24.0 | 7,500 | Safety Stitch |
| AZ8560SD-8 <br> 2 Needle 5 Thread "Speed \& Dry" Safety Stitch Machine for Sleeve Attaching, with Floating Pressor Foot | 2 | 5 | 3.2, 5.0 | 4, 5 | 1.0-4.0 | $\begin{aligned} & 1: 0.6- \\ & 1: 2.3 \end{aligned}$ | 6 | 24.0 | 6,000 | Safety Stitch, with <br> Floating Pressor Foot |
| AZ8505SD-8 <br> 2 Needle 5 Thread "Speed \& Dry" Safety Stitch Machine for Ruffling | 2 | 5 | 3.2, 5.0 | 4, 5 | 1.0-3.0 | $\begin{aligned} & 1: 0.6- \\ & 1: 2.3 \end{aligned}$ | 6 | 24.0 | 7,000 | Safety Stitch |
| AZ8508SD-8 <br> 2 Needle 5 Thread "Speed \& Dry" Safety Stitch Machine for Binding Tape on the Edge of Pocket Bag | 2 | 5 |  | 4 | 1.0-4.0 | $\begin{gathered} 1: 0.6- \\ 1: 2.3 \end{gathered}$ | 6 | 24.0 | 7,500 | Safety Stitch |
| AZ8600SD <br> 2 Needle 5 Thread "Speed \& Dry" Safety Stitch Machine for Jeans | 2 | 5 | 5.0 | 5,7 | 2.0-5.0 | $\begin{aligned} & 1: 0.6- \\ & 1: 2.3 \end{aligned}$ | 7 | 27.1 | 6,500 | Safety Stitch |
| AZ8620SD <br> Multi-purpose 3 Needle 6 Thread "Speed \& Dry" Safety Stitch Machine for Jeans | 3 | 6 | $\begin{gathered} 5.0+ \\ 3.2 \end{gathered}$ | 7 | 2.0-5.0 | $\begin{aligned} & 1: 0.6- \\ & 1: 2.3 \end{aligned}$ | 7 | 27.1 | 6,500 | Safety Stitch |

